
Physical Properties
•	 Composition: High-purity Alumino-Silicate
•	 Bulk Density: 55 lb/ft3 (0.67 kg/L)
•	 Specific Gravity: 2.6 g/cm3

•	 Mesh Sizes: 14 x 40 mesh 
•	 Effective Size: (0.4–1.4mm)
•	 Uniformity Coefficient: Less than 1.70 
•	 Packaging: 1ft³ bags, 1m³ supersacks
•	 Porosity: 55%

Operation
•	 pH: 1.0–12.0
•	 Bed Depth: 24"–48" depending on application 
•	 Freeboard: 40% of bed depth (min)
•	 Typical Treatment Loading Rate: 10–20 gpm/ft2

•	 Backwash Rate: 13–22 gpm/ft2, 5–15 minutes
•	 Service Flow: 2–20 gpm/ft2

•	 Particle Removal: 3–5 micron
•	 Conditioning: Requires chlorine oxidant

Media Overview
SandPlus™ is a high flow rate filter media with improved filtration performance when compared to other media. The hardness, stability, 
uniformity and microporous characteristics all help the media perform well in both water and wastewater applications.  While most filtration 
media filters down to 8–15 micron nominal size, SandPlus can filter down to 3–5 micron particle removal.

Media Applications
SandPlus can be used for industrial applications like cooling tower turbidity removal or pretreatment prior to reverse osmosis. It can 
be used in gravity or pressure filters with lower pressure drops and improved filtration performance. It can also be used in potable and 
irrigation applications or in storm water or wastewater reuse applications.

SandPlus™
High Flow Rate Filter Media Series

Backwash Flow Requirements

Flow 80°F 
(27°C)

70°F 
(21°C)

60°F 
(16°C)

50°F 
(10°C)

40°F 
(4.5°C)

gpm/ft2 22.3 19.8 17.2 14.8 12.5

m/h 54.5 48.4 42 36.2 30.6

*40% Bed Expansion

Certified to  
NSF/ANSI/CAN 61
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Notes
1.	 Flowrates based on chemistry of feedwater
2.	 Full customization available based on water quality, application and available footprint
3.	 Lead/lag designs are our permanent design solutions 
4.	 Parallel designs are our temporary design until a permanent design is implemented
5.	 Consult with one of our filtration experts about equipment sizing, loading rates, and media selection

REVISED: 2026-03

Media Specifications (SandPlus™)
SandPlus Model Specifications

Model  
Number Tank Size Tank Quantity Total Surface Area 

(ft2)

Flow Range (gpm)
Backwash Rate 

17 gpm/ft28

gpm/ft2

12

gpm/ft2

15

gpm/ft2

SP024060 24 x 60 3 9.42 75 113 141 53

SP024060 24 x 60 4 12.57 101 151 188 53

SP030060 30 x 60 3 14.73 118 177 221 83

SP030060 30 x 60 4 19.63 157 236 295 83

SP036060 36 x 60 3 21.21 170 254 318 120

SP036060 36 x 60 4 28.27 226 339 424 120

SP042060 42 x 60 3 28.86 231 346 433 163

SP042060 42 x 60 4 38.48 308 462 577 163

SP048060 48 x 60 3 37.7 302 452 565 214

SP048060 48 x 60 4 50.26 402 603 754 214

SP054060 54 x 60 3 47.71 382 573 716 270

SP054060 54 x 60 4 63.62 509 763 954 270


