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NORMAL OPERATING PARAMETERS UNIT CONFIGURATION
Operating Water Temperature °F # Passes 1

Min. Inlet Water Pressure PSI # Stages 4
Maximum SDI Array 2:2:1:1

Maximum Turbidity NTU Hsg Size,Mat'l,psi,Mfr
Max. Free Chlorine/chloramines PPM Total # membranes 6

Nominal Operating Pressure PSI Pre-Filter Cartridge

Maximum Recovery %
Maximum TDS ppm

POWER REQUIREMENTS FLOW SPECIFICATIONS
GENERAL POWER VAC PH HZ Amps Src Feed 12 gpm

High Voltage 480 3 60 15 EXT Product 9 gpm
Control Voltage 120 1 60 5 EXT Reject 3 gpm

PUMPS & MOTORS Recycle 1-6 gpm
VAC PH HZ HP Amps Flush n/a gpm

Primary/First Pass 460 3 50/60 5 12.3 Drain n/a gpm
Redund/Second Pass n/a psi

CIP n/a SCFM
Inlet Feed/Trans

CONTROLS PHYSICAL SPECIFICATIONS
Main Controller Length 31 inches

HMI Width 32 inches
I/O Type Height 68 inches

Motor Starter Weight (shipping) 345 lbs.
Chem Pumps Qty. PV Housing Size 4"x40 dia. x length (in.)

Chm Pmp Ctrl Method Inlet Piping Material
Outlet Piping Material

AVAILABLE DOCUMENTATION
AVAIL AVAIL

Y Y
Y N
Y Y

1x20", SOE,1micron

4"x1M,SS,300psi,XX

Description

Operations/Maintenance ManualsMajor Component List - MC List

Electrical Schematics
Program LogicPiping layout/General Arrangement     
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SUEZRO Unit

1" PVC
1" PVC

< 0.02
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55-85
30

n/a
n/a

Process & Instrumentation Diagram - P&ID
Description
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Soft-start
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Feed Inlet

Permeate outlet

Concentrate to drain

CIP Inlet

CIP Outlet

Instrument Air

MISCELLANEOUS INFORMATION

n/a

n/a

n/a

n/a

n/an/a

Back/Centre

This is E4-13200GPD RO unit producing 9gpm of permeate. It consitits of 1micron pre filter , automatic inlet shut off

PROCESS CONNECTIONS (SIZES & LOCATION SYMBOLS)
Location Symbol
Front/Left/Middle

Back/Centre

valve permeate and concentrate flow meters and permeate conductivity meter. There is also additional features such 

as autoflush system, low inlet pressure switch and alarms for low inlet pressure. 

1" Camlock , Type A

1" Camlock , Type A

Size & Type
1" Camlock , Type B
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Ind. Sw. Xmtr

X

X

X

X

X

X

X

Pre-Filter Outlet 
0-100 psi, 2-1/2" Dial , Stainless body, Panel 
mounted, glycerine filled
(69ES1) low pressure switch , 3-35 psi , 24VDC, 
100% copper terminal

Inlet

Concentrate

Permeate

GF-Signet

WIKA

GF-Signet

INSTRUMENTATION

Part Number

0- 300 psi, 2-1/2" Dial , Stainless body, Panel 
mounted, glycerine filled

Manufacturer

0- 300 psi, 2-1/2" Dial , Stainless body, Panel 
mounted, glycerine filled

WIKA

0-100 psi, 2-1/2" Dial , Stainless body, Panel 
mounted, glycerine filled

(3-2850-51-40V) conductivity/restivity sensor, S3L 
out, 2840 sensor, 0.1 cell constant

HUBBELL

WIKA

Low Inlet

WIKA

Pump Inlet

(3-9900-1P) multiparameter transmitter, with relay 
module (2DCR) dry contact relays

Analyzer

Pressure

Pump Discharge

Conductivity

Reject
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X

X

TonkafloRO feed pump SS1823XB
15 gpm @ 265 psi , 316SS shaft, noryl internals , 
Buna N seals , 1-1/4" victaulic connections
5HP,3pH, 230/460VAC, 50/60Hz

Pumps Model Desc

Recycle

Permeate

pH

Other

Reject

Manufacturer

MAJOR COMPONENTS

Inlet

ORP

Monitor

Blue-White

Blue-White

(F-55750L) 1-10 gpm, 3/4"MNPT, #316SS float 
material, machined acrylic body
(F-55750L) 1-10 gpm, 3/4"MNPT, #316SS float 
material, machined acrylic body

Flow


