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Fact Sheet 

Tonkaflo* Pumps 
SS Series  

 
Figure 1: Tonkaflo SS Series pumps 

As the industry standard for reverse osmosis (RO), 
Tonkaflo SS Series pumps (Figure 1) are backed by 
years of proven experience. The SS Series is a stain-
less steel multi-stage centrifugal pump with Noryl* 
plastic impellers. To reduce pump wear, SS Series 
pumps operate at lower speeds than single-stage 
pumps while achieving equivalent boost pressures. 
The SS Series’ flexible, multi-stage design allows 
users to achieve their exact pressure requirements 
by adding or removing stages. 

Specifically designed to meet the challenges of  
industrial membrane systems, SS Series pumps  
excel in any high-pressure application. TONKAFLO 
SS Series pumps are ideal for water boost and  
recirculation in buildings, high-pressure transfer, 
and spray applications. 

Features and Benefits 
•  Corrosion-Resistant Construction including 

Noryl plastic diffusers and impellers and 316 
stainless steel pump case and shaft ensure 
long-lasting performance. 

•  Modular Liquid End allows service of the 
mechanical seal without disassembling the 
liquid end of the pump. The SS Series’ modular 
design also simplifies service of both pump and 

also simplifies service of both pump and bear-
ing frame, and permits design flexibility when 
positioning piping. 

•  Wide Selection of pump models is available. 
There is an SS Series pump to fit any pressure  
or flow. 

•  Separate Bearing Frame increases pump reli-
ability by eliminating thrust load on the motor. 
In addition, this feature allows the SS Series 
pumps to be powered by standard motors. 

•  Customized SS Series pumps are available on a 
pre-approved and limited basis. Contact your 
local sales office for availability and pricing. 

•  Industry Standard Mechanical Seal on pump 
inlet delivers higher boost pressure capability 
and longer seal life, and simplifies specifying 
and finding replacement parts. 

•  High Pressure Reverse Osmosis - The SS Series 
pumps feature the K-Bearing frame which 
eliminates alignment problems by close-
coupling the pump to motors up to 100 Hp. 

Table 1: Operating Specifications 
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General Specifications 
Table 2: Standard Models Available 

 

Table 3: Materials of Construction 

 
1Teflon is a registered trademark of  DuPont 
Connections 

•  0.75-inch (19.1 mm) FNPT (500 Series) 
•  1.25-inch (31.8 mm) Victaulic (1800, 2800 Series) 
•  3.0-inch (76.2 mm) Victaulic (5500, 8500, 12500 

Series) 
•  4.0-inch (101.6 mm) Victaulic-Inlet (24000  

Series) 
•  3.0-inch (76.2 mm) Victaulic-Discharge (24000 

Series) 

Power2 
•  60 Hz - 3-phase (208-230/460 volt) 
•  60 Hz - 1-phase (115/208-230 volt) 
•  50 Hz - 3-phase (190/380 volt) 
•  50 Hz - 1-phase (110/220 volt) 
2575 volt and 380 volt 60 Hz as well as 220 and 415 volt 50 Hz are available on request. 

 

Figure 2: Performance Curve (60Hz) (Logarithmic Scale) 

Pump Specifications 

 

Figure 3: Pump Specifications 

Table 4: Direct Coupled Pumps 

 
Table 5: Close-Coupled Pumps 

 

Table 6: K-Bearing Frames 

 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition <FEFF>
  /PDFXRegistryName <FEFF0068007400740070003a002f002f007700770077002e0063006f006c006f0072002e006f00720067>
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


