
Dash 

Length

L  

IN(MM)

P    

IN(MM)

S   

IN(MM)

Approx 

Weight 

LB(KG)

-1 48 42 25X1 13.4

(1219) (1067) (635) (6.1)

88 82 56X1 19.4

(2235) (2083) (1422) (8.8)

128 122 80X1 26.9

(3251) (3099) (2032) (12.2)

168 162 64X2 34.4

(4267) (4115) (1626) (15.6)

208 202 78X2 41.9

(5283) (5131) (1981) (19.0)

248 242 92X2 49.4

(6299) (6147) (2337) (22.4)
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REF
QTY 

PART 

NUMBER
DESCRIPTION MATERIAL

1 1 SHELL

Filament Wound Epoxy/Glass 

composites - Head locking grooves 

integrally wound in place.

2 A/R F/C Port CF8M*

3 A/R F/C Port Seal Ethylene Propylene - Square Cut

4 A/R F/C Port Retainer 300 Series SST

5 2 96803 Bearing Plate 316 Stainless Steel / Equivalent.

6 2 96855 Sealing Plate Engineering Thermoplastic.

7 2 45317 Head Seal Ethylene Propylene - O - Ring

8 2 96807 Permeate Port Engineering Thermoplastic.

9 2 45335 Permeate Port Seal Ethylene Propylene - O - Ring

10 2 45242 Port Retainer 300 Series SST

11 2 45260 Retainer Ring 316 L Stainless Steel.

12 * 3 45058 Saddle Cast Urethane Elastomer

13 * 3 47459 Strap Assy. 304 Stainless Steel-PVC Cushion.

14 2 A/R Adapter Engineering Thermoplastic.

15 2 45296 PWT/Adapter seal Ethylene Propylene - O - Ring

* 2 each furnished with length code 1,2 & 3.
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