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Performance: 

RoQuest™ 1000 provides an array of 
performance and application benefits: 

 

* Capable of producing RO quality 
feedwater in direct filtration applications 
(i.e. multimedia and sand filters). 

 

* Compatible with the thinfilm 
(polyamide) and cellulose acetate RO 
membranes produced by the major 
manufacturers. 

 

* Filter-aid properties resist solids 
breakthrough. 

 

* Low dosage requirements 

 

* Compatible with Vitec™ 3000 scale 
inhibitor. 

 

* Effective over a wide pH range. 

 

* No minimum alkalinity requirements. 

 

  
 

RoQuest™ 1000 
Organic Coagulant - Liquid 

®

RoQuest™ 1000 is an organic polymer coagulant that is injected 
into the feedstream of multimedia and sand filters.  The coagulant 
will help the filters reduce turbidity and color so that the effluent is 
a more acceptable feedwater quality to downstream reverse osmosis 
systems. 

Best results are achieved with municipally treated feedwaters and 
raw waters that contain relatively low concentrations of particulates 
and organic color.  Upper limit for turbidity is 10.0 NTU and 10 
units for true color. 

 
Use Instructions: 
If possible, inject RoQuest™ 1000 at least 15 feet upstream of the 
multimedia filters.  This distance allows proper mixing within the 
feedstream before introduction into the filter. 
Do not use static mixers ahead of the filters, for the shear imparted by this 
equipment may degrade the Vitec™ 1000 polymer. 
 

Dilution: 
Prior to injection into the feedstream, dilute RoQuest™ 1000  at a ratio of 
25:1 with dechlorinated water. 
 

Dosing: 
mL/min = (Qf/D) x ppm x 0.00365 
mL/min:  chemical feed pump rate 
Qf:  Feed flow, gpm 
D: RoQuest™ 1000 dilution as a decimal (e.g. 0.10) 
ppm:  desired ppm dosage of neat RoQuest 1000 
For feed flow of 500 gpm, 10 weight percent dilution, and 1 ppm feed: 
mL/min = (500/0.1) x 1 x 0.00365 = 18.2 
 
Packaging: 
RoQuest™ 1000 is available in 45-pound (5 gallon) pails and 475-pound 
plastic drums. This product should be protected from freezing. 

 
Properties: 

Avista Technologies Inc. 
133 North Pacific Street 
San Marcos, CA  92069  USA 
Phone:  760 744-0536 
Fax:      760 744-0619 
www.avistatech.com 

Appearance: Clear, amber-colored liquid 

Specific Gravity: 1.1 – 1.2 
pH: 4.0 – 6.0 (1% solution) 
Freeze Point: -8o C (18o F) 

Viscosity: 100 cp at 25o C 

 


